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 Product Registration

Thank you for purchasing OPTIONS by IBM. Please take a few
moments to register your product and provide us with information that
will help IBM to better serve you in the future. Your feedback is
valuable to us in developing products and services that are important
to you, as well as in developing better ways to communicate with you.
Register your option on the IBM Web site at:

http://www.pc.ibm.com/register

IBM will send you information and updates on your registered product
unless you indicate on the Web site questionnaire that you do not want
to receive further information.

  v
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Part 1: About This Book

This manual contains information on the External Half-High SCSI
Storage Enclosure. The manual is divided into the following parts:

Part 1: Outline of the manual

Part 2: Product information and installation instructions in the
following languages: English, German, French, Spanish,
Japanese, Italian, and Brazilian Portuguese

Part 3: Safety information, help and service information, warranty,
and notices

Note:  The illustrations in this manual might be slightly different from
your hardware.
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 Part 2: Installation Guide

The IBM External Half-High Storage Enclosure is an enclosure for
half high SCSI devices, including tape drives and hard disk drives.
When you install the drive in the enclosure, you must attach it to the
interface of a SCSI adapter. The SCSI adapter can be part of the
computer system board or can be an adapter installed in an expansion
slot.

The enclosure option includes:

External Half-High SCSI Storage Enclosure
External Half-High SCSI Storage Enclosure User’s Guide
Mounting parts kit (metric-screw and machine-screw standoff
posts, and mounting screws)
Narrow (50-pin) internal SCSI cable (preinstalled in the
enclosure)
Wide (68-pin) internal SCSI cable
Filler panel LED cable (preinstalled)
Front cover LED cable (preinstalled)
SCSI ID cable with jumpers for 2-mm pins
SCSI ID cable with jumpers for 0.100-inch jumper pins
Power cable (preinstalled)

Contact your place of purchase if an item is missing or damaged. Be
sure to retain your proof of purchase. It might be required to receive
warranty service.

 Installation Requirements

To install a drive in this external storage enclosure, you must have the
following:

Phillips head screwdriver for mounting the drive and for replacing
the SCSI cable in the storage enclosure

Flat blade screwdriver to detach the front panel if you are
installing a front-loading 5.25-inch drive

SCSI interface that is either on a SCSI adapter or is built-in to the
system board of your computer

Wide (68-pin) or narrow (50-pin) external SCSI cable (two or
more if installing multiple storage enclosures)

SCSI terminator (for the last drive in a SCSI chain)

A power cord (Obtain from your dealer the IBM power cord that
is used in your country.)

A screw starter (optional)
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Installing a Drive in the Storage
Enclosure

Follow these steps to install a drive in your external storage enclosure.

Step 1. Assigning a SCSI ID to a Drive

Each SCSI device connected to a SCSI adapter must be assigned, at
the time of installation, a unique SCSI identification number (ID).
Usually, your computer or SCSI adapter comes with a configuration
program that lets you see which SCSI IDs are in use. Otherwise, you
might need to physically inspect each device to identify its SCSI ID.

Select a SCSI ID from 0 to 15 for wide (68-pin) SCSI drives or 0 to 6
for narrow (50-pin) SCSI drives. Do not assign an ID of 7, because
this is normally used by the SCSI adapter.

The SCSI adapter assigns a priority to each SCSI ID number. The
higher ID numbers normally are assigned to the higher priorities.
Assign the higher ID numbers to hard disk drives or other devices that
are used most often or are faster than other devices in the SCSI chain.
Assign lower ID numbers to slower SCSI devices, such as CD-ROMs
or tape drives.

Depending on your computer, there are several ways to view your
current SCSI ID settings:

For your IBM PC, Intellistation, or Netfinity server with SCSI
support, consult yourUser’s Guide for SCSI configuration

information. For the IBM PCI Fast/Wide UltraSCSI Adapter (PN
76H3579 or PN 02K3454), use Ctrl+A  when prompted during
POST for SCSI configuration information. Check the
documentation that comes with your computer or SCSI adapter
for more information on how to view configuration information.
Use SCSI adapter utility programs, if available.
Inspect the installed SCSI devices to see how the jumpers that
determine the IDs are set if required.

Step 2. Preparing for Installation

Attention:  If the storage enclosure is already operating, you
must turn off the enclosure and unplug the power cord attached to
the enclosure.

Turn off all devices attached to the computer. Turn off the computer.
Unplug the power cord for the computer.
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Step 3. Setting the SCSI ID on the Storage Enclosure

Locate the SCSI ID switch at the rear of the external storage
enclosure. Set a SCSI ID that matches the one you assigned to your
drive. Press the bottom button 3  to increase the ID. Press the top
button 2  to decrease the ID. The indicator 1  shows the SCSI ID.
(The SCSI ID indicator on the storage enclosure is preset to 4.)

4

–

+

Step 4. Removing the Storage Enclosure Cover

To remove the storage enclosure cover:

1. Remove the five screws holding the storage enclosure cover in
place. Remove one screw from the rear of the unit and four
screws from the bottom of the unit.

Attention:  Be sure to set aside the cover screws. You will need
them later to replace the cover.

2. Remove the cover by gently sliding it toward the rear of the
enclosure until it is completely disengaged from the enclosure
tray.
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Step 5. Installing an Internal SCSI Cable in the
Storage Enclosure

If you are installing a wide SCSI drive, you must remove the narrow
(50-pin) internal SCSI cable that comes preinstalled in the storage
enclosure and install the wide (68-pin) internal SCSI cable (provided).
(If you are installing a narrow SCSI drive, you will not need to
remove the narrow (50-pin) internal SCSI cable.)

To remove the narrow internal SCSI cable:

1. Remove the screws from the narrow SCSI cable connectors at the
rear of the storage enclosure as shown. Set the screws aside for
the wide SCSI internal cable.

2. Gently pull the two ends of the narrow SCSI internal cable
toward the inside of the enclosure tray as shown until the cable
connectors are completely disengaged from the slots at the rear of
the storage enclosure.

3. Store the cable in a safe place. You will need it if you install a
narrow device in the future.

To install the wide internal SCSI cable:

1. Place one end of the internal wide (68-pin) SCSI cable in the top
slot and the other end in the bottom slot on the rear of the storage
enclosure so that the SCSI cable connectors are facing the outside
of the tray. When you place the cable connectors in the slots, use
the same orientation as the preinstalled connectors.

2. Secure the SCSI cable connectors to the storage enclosure by
reinserting the screws into the screw holes in the cable
connectors.
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Step 6. Removing the Filler Panel for a Front-Loading
5.25-Inch Drive

If you are installing a 5.25-inch drive in the storage enclosure, you
must remove the filler panel from the enclosure so that the drive will
be accessible after it is mounted.

To remove the filler panel:

1. Lift the two tabs on one side of the front panel 1  with a
screwdriver and remove the front panel from the external storage
enclosure tray as shown.

2. Press the two notches below the filler panel 2  and push the
filler panel toward the inside of the external storage enclosure
until the filler panel is disengaged from the front cover.

3. Store the filler panel in a safe place. You will need it if you
remove the front-loading drive.

4. Replace the storage enclosure cover as shown.
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Step 7. Connecting an LED Cable to the Drive

Note:  Not all SCSI devices provide support for an LED cable.
Refer to your device’s User’s Guide for supported features.

Connect one of the storage enclosure light-emitting-diode cables to the
LED pins on the drive. If you are installing a 3.5-inch drive, connect
the filler panel LED cable to the LED pins on the drive. If you are
installing a 5.25-inch drive, you must remove the filler panel, and the
LED cable attached to it, to expose the drive bezel. (See “Step 6.
Removing the Filler Panel for a Front-Loading 5.25-Inch Drive” for
instructions on removing the filler panel.)

Step 8. Mounting a Drive in the Storage Enclosure

Attention:  This option contains two kinds of standoff posts:
standoff posts with metric-screw (fine) threads and standoff posts
with machine-screw (coarse) threads. Be sure to use the thread
that fits easily into the screw holes on the bottom of your drive.
Visually inspect the screw holes of your device, or refer to the
User’s Guide of your device, to determine the correct size before
installing the standoff. You will damage your drive if you use
force to insert incorrect threads in the drive screw holes.

Mount a drive in the external storage enclosure using the correct
standoff posts for your drive and the screws as shown. Align the
standoff posts on top of the tray with the four slots that match the
width of your drive. From the bottom of the tray thread the mounting
screws through the four slots before installing the screws in the
standoff posts.
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Check the drive alignment and tighten the mounting screws.Do not
overtighten.

If you are mounting a front-loading 5.25-inch drive, be sure that there
is no space between the drive bezel and the front cover of the storage
enclosure.

Step 9. Connecting Cables

To attach the storage enclosure cables to the drive:

1. The option package includes a SCSI ID cable for 0.100-inch drive
jumper pins and a SCSI ID cable for 2-mm drive jumper pins.
Select the SCSI ID cable with the correct jumpers for the pins on
your drive.

Note:  Some drives allow you to use jumpers to set device
configuration such as parity, termination power, termination, delay
motor start, or SCSI ID. If you prefer to set the SCSI ID with
your drive jumpers, you do not have to use the SCSI ID cable to
select a SCSI ID.

Locate the SCSI ID jumper pins on the drive, and remove any
jumpers on these pins.

A colored wire and a black wire are connected to each jumper.
When you place the storage enclosure SCSI ID cable jumpers on
the drive, the colored wires must be aligned with the row of
signal pins on the drive, and the black wires must be aligned with
the row of ground pins on the drive. Refer to the documentation
that comes with your drive to determine where the drive’s pins
are located.

Place the violet/black-wired jumper on the ID1 drive jumper pins,
the orange/black-wired jumper on the ID2 drive jumper pins, the
green/black-wired jumper on the ID4 drive jumper pins, and the
yellow/black-wired jumper on the ID8 drive jumper pins. (Do
not use the yellow/black-wired jumper for narrow (50-pin) SCSI
drives.) Refer to the drive manufacturer’s documentation for
specific pin configurations. Wide devices support IDs from 0 to
15, and narrow devices support IDs from 0 to 6 (see “Step 1.
Assigning a SCSI ID to a Drive”).

Connect the five-pin connector at the end of the SCSI ID cable
1  to the connector 2  in the corner of the enclosure tray as

Standoff post and screw
placements for mounting a
3.5-inch drive

Standoff post and screw
placements for mounting a
5.25-inch drive
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shown. The SCSI ID cable connector fits only one way. If you
have difficulty, turn it over and try again.

2. If you are installing a 50-pin narrow drive, connect the storage
enclosure’s narrow SCSI internal interface cable (provided) to the
SCSI cable connector on your drive. To ensure proper operation,
be sure to match pin 1 on your cable with pin 1 on the drive
connector.

If you are installing a 68-pin wide drive, you must attach a wide
(68-pin) SCSI internal interface cable (provided) to the drive.
Use instructions given in “Step 5. Installing an Internal SCSI
Cable in the Storage Enclosure” to install a wide (68-pin) SCSI
internal cable in the storage enclosure.

3. You must purchase an external SCSI cable to attach the enclosure
to the SCSI adapter or to attach the enclosure to another
enclosure.

Refer to the following table to determine the correct SCSI
external cable to use:

If this is the only storage enclosure that is to be attached to the
SCSI chain, connect one end of an external SCSI cable (not
provided) to the top SCSI cable connector on the rear of the
external storage enclosure. Connect the other end of the external
SCSI cable to the SCSI adapter on your computer.

4. Connect the power cable from the storage enclosure to the 4-pin
connector on the drive. The connector fits only one way. If you
have difficulty, turn it over and try again.

Type of connection External SCSI cable needed

SCSI adapter with narrow
connector to external narrow
device

Usually 50-pin high density
connector to 50-pin centronics

SCSI adapter with narrow
connector to external wide device

Usually 50-pin high density
connector to 68-pin centronics

SCSI adapter with wide connector
to external narrow device

68-pin to 50-pin centronics - not
recommended due to termination
issues

SCSI adapter with wide connector
to external wide device

68-pin to 68-pin centronics

External wide device to external
wide device

68-pin to 68-pin centronics -
length may vary from .5 to 1.5
meters

External narrow device to external
narrow device

50-pin to 50-pin centronics -
length varies
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Step 10. Terminating the Device

If you have only one SCSI drive and the drive is not self-terminating,
a SCSI terminator (not provided) must be installed on the bottom
SCSI cable connector at the rear of the external storage enclosure.
(You must use a 68-pin active external terminator for a wide drive,
and a 50-pin active external terminator for a narrow drive.) If your
drive is self-terminating, installing a SCSI terminator is optional.
However, installing the external terminator will help prevent problems
with the drive signal and performance capability.

If you have more than one drive, a terminator is installed only on the
last device in the SCSI chain (see “Step 11. Connecting Multiple
External Storage Enclosures”).

Step 11. Connecting Multiple External Storage
Enclosures

You can connect the external storage enclosure to a chain of storage
enclosures. However, the chain can be connected to one SCSI adapter
only. Your SCSI adapter and ANSI cable length standards limit the
distance and number of storage enclosures you can install. For narrow
SCSI drives, the standard specifies a maximum SCSI cable length
(internal and external cables combined) of six meters (19.7 feet). For
Fast SCSI, Fast/Wide SCSI, UltraSCSI, or UltraWide SCSI devices,
the maximum SCSI cable length is three meters (9.8 feet). If more
than four devices are on the SCSI cable, the cable must not exceed 1.5
meters (4.9 feet).

To connect the external storage enclosure to a chain of external
storage enclosures:

1. Be sure to turn off all the external storage enclosures and remove
power cords attached to the enclosures.

2. Connect one end of the external SCSI cable to the SCSI interface
on your computer and the other end of the external SCSI cable to
the top SCSI cable connector on the rear of the first external
storage enclosure in the chain.

3. Connect an external SCSI cable to the bottom SCSI cable
connector on the rear of the first external storage enclosure.

4. Attach the external SCSI cable from the first external storage
enclosure to the top SCSI cable connector on the rear of the next
storage enclosure.

When multiple SCSI external storage enclosures are cabled together,
you must terminate the last SCSI device on the chain. Be sure that no
other SCSI terminators are installed on the other external storage
enclosures in the chain. Use an active external SCSI terminator on the
bottom SCSI cable connector on the rear of the last external storage
enclosure. (You do not need a SCSI terminator if the drive in the last
enclosure is self-terminating. However, installing a SCSI terminator
on a self-terminating drive will help prevent problems with the drive’s
signal quality and performance.)
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Step 12. Completing the Installation

To complete the installation:

Check all cable connections and check to see that no cables are
protruding into the fan.
Replace the cover of the storage enclosure by installing the cover
screws on the rear and bottom of the storage enclosure.
Connect a power cord (not provided) to the rear of the storage
enclosure; then to a properly grounded electrical outlet. Next,
turn on the storage enclosure by pressing the power switch at the
rear of the enclosure prior to turning on the system.

Your installation is complete.
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 Part 3: Appendixes

 Appendix A.
 Safety Information
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 Appendix B.
Help and Service Information

If you have questions about your new Options by IBM product, or
require technical assistance, visit the IBM PSG Web site at
http://www.pc.ibm.com for IBM, Options by IBM, or Service and
Support information. Additionally, you may receive information from
our PSG faxback system at 1-800-426-3395, or from our PSG BBS at
1-919-517-0001. If you require voice support, you can contact the
HelpCenter 24 hours a day, seven days a week. Response time may
vary depending on the number and nature of the calls received.
Marketing, installation, and configuration support through the
HelpCenter will be withdrawn or made available for a fee, at IBM's
discretion, 90 days after the Option has been withdrawn from
marketing. Additional support offerings, including step by step
installation assistance, are available for a nominal fee. During the
warranty period, assistance for replacement or exchange of defective
components is available. In addition, if your IBM option is installed
in an IBM computer, you might be entitled to service at your location.
Your technical support representative can help you determine the best
alternative.

 Step 1: Problem Solving

Your problem with the option or computer can be caused by hardware,
software, or incorrect usage. Using the information in this section,
you might be able to solve your problem, or gather helpful information
to resolve the problem. Before calling IBM, take the following steps:

1. Review the User Guide’s installation steps, and review any
README.TXT files if your option contains installation diskettes
or CD-ROM media.

2. Visit the Service and Support IBM PSG Web site at
http://www.pc.ibm.com for information on your IBM system unit
or Option by IBM product. Advanced drivers, microcode, BIOS,
or useful hints and tips will be posted to the IBM PSG Web site
and BBS when they are made available. If you are having
problems with an OEM device or system unit, consult your
documentation or visit the manufacturer’s Web site, BBS, or fax
services.

3. Check that the device in the storage enclosure has power cable,
SCSI ID cable, and SCSI internal interface securely attached.

4. Check that the storage enclosure has power and that the SCSI
external interface cable is securely and properly attached.

5. Check that proper SCSI termination has been applied to internal
or external devices, or to both internal and external devices.

6. Check that the SCSI ID switch indicator on the storage enclosure
matches the SCSI ID assigned to the drive by using your SCSI
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adapter’s configuration utility, or by visual inspection. No two
SCSI devices may share the same SCSI ID.

7. Make sure that cabling is correct, and that it does not exceed
ANSI standards.

8. Check that parity is set correctly for your configuration.

9. Check that termination power is supplied by your adapter or
device. The SCSI adapter usually supplies termination power,
and multiple devices might supply termination power. Ensure
that termination has been applied correctly (see step 5).

10. Reconfigure your SCSI adapter or SCSI device. Check for bent
or misaligned pins. You might need to remove and reinstall
existing devices, to change data transfer support from
synchronous to asynchronous, or to disable wide negotiation when
installing a narrow device to a wide SCSI adapter. Refer to the
documentation for your SCSI adapter.

Step 2: Preparing for the Call

To assist the technical support representative, have available as much
of the following information as possible:

 1. Option name
 2. Option number
3. Proof of purchase
4. Computer manufacturer, model, serial number (if IBM), and

manual
5. Exact wording of the error message (if any)
6. Description of the problem

7. Hardware and software configuration information for your system

If possible, be at your computer. Your technical support representative
might want to walk you through the problem during the call.

Step 3: Placing the Call to IBM

If you call 90 days or more after the date of withdrawal or after your
warranty has expired, you might be charged a fee.

For the support telephone number and support hours by country, refer
to the following table or to the enclosed technical support insert. If
the number is not provided, contact your IBM reseller or IBM
marketing representative.

Additional Technical Support Resources

Online technical support is available during the warranty period of
your product. Online assistance can be obtained through the IBM
PSG Automated Fax System, the PSG Web page, and the PSG
Electronic Bulletin Board System.

Support 24 hours a day, 7 days a week

Canada 1-800-565-3344

U.S.A. / Puerto Rico 1-800-772-2227
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Online Technical Support

IBM PSG Web Page www.pc.ibm.com

IBM PSG BBS 1-919-517-0001

IBM PSG Automated Fax System 1-800-426-3395
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Step 4: Placing the Call to Hard Disk Drive Manufacturers

Use the following table for disk manufacturer information. For manufacturers not in the table, contact your IBM reseller.

Manufacturer Telephone BBS Fax Internet Address

IBM Corporation
(U.S.A.)

 
1-800-772-2227

 
1-919-517-0001

 
800-426-3395

http://www.pc.IBM.com
http://www.IBM.com

Maxtor Corporation
(U.S.A.)

 
1-800-2MAXTOR

 
1-303-678-2222 (2400
baud)

1-800-2MAXTOR
1-303-678-2260

 
http://www.maxtor.com

Quantum Peripherals
(U.S.A)

 
1-800-826-8022

 
1-408-894-3214

 
1-800-434-7532

 
http://www.quantum.com

Seagate Technology, Inc.  
1-800-SEAGATE

 
1-408-434-1080

1-800-SEAGATE
1-408-456-4496

 
http://www.seagate.com

Western Digital
Corporation (U.S.A.)

1-714-932-4900
1-507-286-7900

 
1-714-753-1234

1-714-932-4900
1-507-286-7900

 
http://www.wdc.com

Exabyte
(U.S.A.)

 
1-800-445-7736

 
1-303-417-7100

 
1-800-445-7736

 
http://www.exabyte.com

3-14  External Half-High SCSI Storage Enclosure



 Appendix C.
Product Warranty and Notices

The following warranty information applies to products purchased in
the United States, Canada, and Puerto Rico. For warranty terms and
conditions for products purchased in other countries, see the enclosed
Warranty insert, or contact your IBM reseller or IBM marketing
representative.

Statement of Limited Warranty

The warranties provided by IBM in this Statement of Limited Warranty apply
only to Machines you originally purchase for your use, and not for resale, from
IBM or your reseller. The term “Machine” means an IBM machine, its features,
conversions, upgrades, elements, or accessories, or any combination of them.
Unless IBM specifies otherwise, the following warranties apply only in the
country where you acquire the Machine. If you have any questions, contact IBM
or your reseller.

Machine: External Half-High SCSI Storage Enclosure

 Warranty Period*: Three Years

*Contact your place of purchase for warranty service information.

Production Status
Each Machine is manufactured from new parts, or new and used parts. In
some cases, the Machine may not be new and may have been previously
installed. Regardless of the Machine's production status, IBM's warranty terms
apply.

The IBM Warranty for Machines
IBM warrants that each Machine 1) is free from defects in materials and
workmanship and 2) conforms to IBM's Official Published Specifications. The
warranty period for a Machine is a specified, fixed period commencing on its
Date of Installation. The date on your receipt is the Date of Installation, unless
IBM or your reseller informs you otherwise.

During the warranty period IBM or your reseller, if authorized by IBM, will
provide warranty service under the type of service designated for the Machine
and will manage and install engineering changes that apply to the Machine.

For IBM or your reseller to provide warranty service for a feature, conversion,
or upgrade, IBM or your reseller may require that the Machine on which it is
installed be 1) for certain Machines, the designated, serial-numbered Machine
and 2) at an engineering-change level compatible with the feature, conversion,
or upgrade. Many of these transactions involve the removal of parts and their
return to IBM. You represent that all removed parts are genuine and unaltered.
A part that replaces a removed part will assume the warranty service status of
the replaced part.

If a Machine does not function as warranted during the warranty period, IBM
or your reseller will repair it or replace it with one that is at least functionally
equivalent, without charge. The replacement may not be new, but will be in
good working order. If IBM or your reseller is unable to repair or replace the
Machine, you may return it to your place of purchase and your money will be
refunded.

If you transfer a Machine to another user, warranty service is available to that
user for the remainder of the warranty period. You should give your proof of
purchase and this Statement to that user. However, for Machines which have a
life-time warranty, this warranty is not transferable.

Warranty Service

International Business Machines Corporation Armonk, New York, 10504
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To obtain warranty service for the Machine, you should contact your reseller or
call IBM. In the United States, call IBM at 1-800-772-2227. In Canada, call
IBM at 1-800-565-3344. You may be required to present proof of purchase.

IBM or your reseller will provide certain types of repair and exchange service,
either at your location or at IBM's or your reseller's service center, to restore a
Machine to good working order.

When a type of service involves the exchange of a Machine or part, the item
IBM or your reseller replaces becomes its property and the replacement
becomes yours. You represent that all removed items are genuine and
unaltered. The replacement may not be new, but will be in good working order
and at least functionally equivalent to the item replaced. The replacement
assumes the warranty service status of the replaced item. Before IBM or your
reseller exchanges a Machine or part, you agree to remove all features, parts,
options, alterations, and attachments not under warranty service. You also
agree to ensure that the Machine is free of any legal obligations or restrictions
that prevent its exchange.

You agree to:

1. obtain authorization from the owner to have IBM or your reseller service a
Machine that you do not own; and

2. where applicable, before service is provided —
a. follow the problem determination, problem analysis, and service

request procedures that IBM or your reseller provide,
b. secure all programs, data, and funds contained in a Machine, and
c. inform IBM or your reseller of changes in a Machine's location.

IBM is responsible for loss of, or damage to, your Machine while it is 1) in
IBM's possession or 2) in transit in those cases where IBM is responsible for
the transportation charges.

Extent of Warranty
IBM does not warrant uninterrupted or error-free operation of a Machine.

The warranties may be voided by misuse, accident, modification, unsuitable
physical or operating environment, improper maintenance by you, removal or
alteration of Machine or parts identification labels, or failure caused by a
product for which IBM is not responsible.

THESE WARRANTIES REPLACE ALL OTHER WARRANTIES OR
CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT
LIMITED TO, THE IMPLIED WARRANTIES OR CONDITIONS
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR
PURPOSE. THESE WARRANTIES GIVE YOU SPECIFIC LEGAL
RIGHTS AND YOU MAY ALSO HAVE OTHER RIGHTS WHICH
VARY FROM JURISDICTION TO JURISDICTION. SOME
JURISDICTIONS DO NOT ALLOW THE EXCLUSION OR
LIMITATION OF EXPRESS OR IMPLIED WARRANTIES, SO THE
ABOVE EXCLUSION OR LIMITATION MAY NOT APPLY TO
YOU. IN THAT EVENT SUCH WARRANTIES ARE LIMITED IN
DURATION TO THE WARRANTY PERIOD. NO WARRANTIES
APPLY AFTER THAT PERIOD.

Limitation of Liability
Circumstances may arise where, because of a default on IBM's part or other
liability you are entitled to recover damages from IBM. In each such instance,
regardless of the basis on which you are entitled to claim damages from IBM
(including fundamental breach, negligence, misrepresentation, or other contract
or tort claim), IBM is liable only for:

1. damages for bodily injury (including death) and damage to real property
and tangible personal property; and

2. the amount of any other actual direct damages or loss, up to the greater of
U.S. $100,000 or the charges (if recurring, 12 months' charges apply) for
the Machine that is the subject of the claim.
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UNDER NO CIRCUMSTANCES IS IBM LIABLE FOR ANY OF
THE FOLLOWING: 1) THIRD-PARTY CLAIMS AGAINST YOU
FOR LOSSES OR DAMAGES (OTHER THAN THOSE UNDER
THE FIRST ITEM LISTED ABOVE); 2) LOSS OF, OR DAMAGE
TO, YOUR RECORDS OR DATA; OR 3) SPECIAL, INCIDENTAL,
OR INDIRECT DAMAGES OR FOR ANY ECONOMIC
CONSEQUENTIAL DAMAGES (INCLUDING LOST PROFITS OR
SAVINGS), EVEN IF IBM OR YOUR RESELLER IS INFORMED
OF THEIR POSSIBILITY. SOME JURISDICTIONS DO NOT
ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL
OR CONSEQUENTIAL DAMAGES, SO THE ABOVE EXCLUSION
OR LIMITATION MAY NOT APPLY TO YOU.

 Notices

References in this publication to IBM products, programs, or services
do not imply that IBM intends to make these available in all countries
in which IBM operates. Any reference to an IBM product, program,
or service is not intended to state or imply that only that IBM product,
program, or service may be used. Subject to IBM’s valid intellectual
property or other legally protectable rights, any functionally equivalent
product, program, or service may be used instead of the IBM product,
program, or service. The evaluation and verification of operation in
conjunction with other products, except those expressly designated by
IBM, are the responsibility of the user.

IBM may have patents or pending patent applications covering subject
matter in this document. The furnishing of this document does not
give you any license to these patents. You can send license inquiries,
in writing, to:

IBM Director of Licensing
 IBM Corporation

500 Columbus Avenue
 Thornwood, NY 10594
 U.S.A.

 Trademarks

The following terms are trademarks of the IBM Corporation in the
United States or other countries or both:

HelpCenter IBM Intellistation
Netfinity   
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Other company, product, or service names may be trademarks or
service marks of others.

Electronic Emissions Notices

External Half-High SCSI Storage Enclosure

Federal Communications Commission (FCC)
Statement

Note: This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to Part 15 of the FCC
Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This
equipment generates, uses, and can radiate radio frequency energy and,
if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there
is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio
or television reception, which can be determined by turning the
equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from
that to which the receiver is connected.
Consult an IBM authorized dealer or service representative for
help.

Properly shielded and grounded cables and connectors must be used in
order to meet FCC emission limits. Proper cables and connectors are
available from IBM authorized dealers. IBM is not responsible for
any radio or television interference caused by using other than
recommended cables and connectors or by unauthorized changes or
modifications to this equipment. Unauthorized changes or
modifications could void the user's authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is
subject to the following two conditions: (1) this device may not cause
harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Responsible Party:

International Business Machines Corporation
New Orchard Road
Armonk, NY 10504

 Telephone: 1-919-543-2193

Industry Canada Class B Emission Compliance
Statement

This Class B digital apparatus complies with Canadian ICES-003.
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Avis de conformité à la réglementation d'Industrie
Canada

Cet appareil numérique de la classe B est conform à la norme
NMB-003 du Canada.

European Union - Emission Directive

This product is in conformity with the protection requirements of EU
Council Directive 89/366/ECC on the approximation of the laws of the
Member States relating to electromagnetic compatibility.

IBM can not accept responsibility for any failure to satisfy the
protection requirements resulting from a non-recommended
modification of the product, including the fitting of non-IBM option
cards.

This product has been tested and found to comply with the limits for
Class B Information Technology Equipment according to CISPR 22 /
European Standard EN 55022. The limits for Class B equipment were
derived for typical residential environments to provide reasonable
protection against interference with licensed communication devices.
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