MegaIDE SLE9 SP1/SP2 RPM Installation Instruction

Package Name: megaide-sles9-sp1-sp2-drvr-5.08y-1-<pkg no>.i386.rpm.tgz

This RPM will update LSI Logic MegaIDE driver for SLES9 SP1 and SP2 kernels.

Introduction:

RPM can install the drivers for the following kernels. 



2.6.5-7.139-bigsmp



2.6.5-7.139-smp



2.6.5-7.139-default



2.6.5-7.191-bigsmp



2.6.5-7.191-smp



2.6.5-7.191-default

Limitations:

a. In SuSE installation, the RPM will expect the initrd images in  

Standard name initrd
Unzip Package

unzip megaide-sles9-sp1-sp2-drvr-5.08y-1-<pkg no>.i386.rpm.tgz

tar –xvzf  megaide-sles9-sp1-sp2-drvr-5.08y-1 -<pkg no>.i386.rpm.tgz

will get megaide-sles9-sp1-sp2-drvr-5.08y-1-<pkg no>.i386.rpm

Different installation possibilities

I. 
To Install SLES9 SP1/SP2 MegaIDE driver, perform the following steps: 

a. Install SLE9 SP1 or SP2 system
b. Install LSI RPM  (e.g.: "rpm -ihv megaide-sles9-sp1-sp2-drvr-5.08y-1-<pkg no>.i386.rpm" )

RPM does following things:

· Install/Update driver images for all installed SLES9 SP1 and SP2 kernels.

· Create the initrd image with the new driver

· Update Boot loader.

II. 
To Uninstall SLES9 SP1/SP2 MegaIDE driver, perform the following steps: 

a. Uninstall LSI RPM  (e.g.: "rpm –e megaide-sles9-sp1-sp2-drvr-5.08y-1-<pkg no>" )

