
���

 

Technical

 

Update
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information

 

This

 

Technical

 

Update

 

contains

 

important

 

information

 

about

 

improving

 

the

 

stability

 

of

 

your

 

server

 

when

 

you

 

add

 

components.

 

If

 

your

 

server

 

is

 

a

 

redundant

 

power-supply

 

model,

 

use

 

the

 

stabilizer

 

feet

 

to

 

support

 

the

 

weight

 

of

 

the

 

server.

 

The

 

procedure

 

that

 

you

 

use

 

will

 

depend

 

on

 

the

 

type

 

of

 

feet

 

that

 

are

 

currently

 

on

 

the

 

server.

 

When

 

you

 

rotate

 

or

 

add

 

the

 

stabilizer

 

feet,

 

this

 

increases

 

the

 

floor

 

space

 

that

 

is

 

needed

 

on

 

each

 

side

 

of

 

the

 

server.

 

If

 

the

 

feet

 

on

 

your

 

server

 

look

 

like

 

the

 

one

 

in

 

the

 

following

 

illustration,

 

complete

 

the

 

following

 

steps.

  

1.

   

Review

 

the

 

safety

 

information

 

in

 

the

 

server

 

documentation.

 

2.

   

Lay

 

the

 

server

 

on

 

its

 

side

 

and

 

remove

 

the

 

feet

 

from

 

the

 

server

 

with

 

a

 

flat-blade

 

screwdriver

 

by

 

carefully

 

pushing

 

in

 

on

 

the

 

tab

 

of

 

each

 

foot

 

as

 

shown

 

in

 

Figure

 

2;

 

then,

 

reinstall

 

them

 

as

 

indicated

 

in

 

the

 

next

 

step.

 

3.

   

Swap

 

the

 

feet

 

on

 

the

 

left

 

side

 

of

 

the

 

server

 

with

 

the

 

feet

 

on

 

the

 

right

 

side

 

of

 

the

 

server.

 

Make

 

sure

 

that

 

the

 

longer

 

end

 

of

 

each

 

foot

 

points

 

outward

 

and

 

extends

 

beyond

 

the

 

edge

 

of

 

the

 

server

 

chassis

 

as

 

shown

 

in

 

the

 

following

 

illustration.

      

Figure

 

1.

 

Position of feet
when shipped

Feet in stabilizing
position

  

Figure

 

2.

  



If

 

the

 

feet

 

on

 

your

 

server

 

look

 

like

 

the

 

one

 

in

 

the

 

following

 

illustration,

 

complete

 

the

 

following

 

steps.

  

1.

   

Contact

 

your

 

IBM

 

service

 

representative

 

to

 

obtain

 

the

 

new

 

stabilizer

 

feet

 

free

 

of

 

charge;

 

then,

 

complete

 

steps

 

2

 

through

 

4

 

to

 

install

 

the

 

new

 

stabilizer

 

feet

 

once

 

you

 

receive

 

them.

 

2.

   

Review

 

the

 

safety

 

information

 

in

 

the

 

server

 

documentation.

 

3.

   

Lay

 

the

 

server

 

on

 

its

 

side

 

and

 

remove

 

the

 

current

 

feet

 

from

 

the

 

server

 

with

 

a

 

flat-blade

 

screwdriver

 

by

 

carefully

 

pushing

 

in

 

on

 

the

 

tab

 

of

 

each

 

foot

 

as

 

shown

 

in

 

Figure

 

2.

 

4.

   

Install

 

the

 

new

 

stabilizer

 

feet

 

so

 

that

 

the

 

longer

 

end

 

of

 

each

 

foost

 

extends

 

beyond

 

the

 

edge

 

of

 

the

 

server

 

chassis

 

as

 

shown

 

in

 

Figure

 

2.

Store

 

this

 

document

 

with

 

your

 

server

 

documentation

 

for

 

future

 

reference.

     

Figure

 

3.
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